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AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all versions, and listings, of claims in the 
application. 

Listing of Claims: 

1 . (Currently Amended) A method for controlling a motorized system comprising: 
measuring an attribute of the motorized system, Ihe attribute comprises at least 

one of vibration, speed, temperature, pressure, and current in the motorized system; 
^ diagnosing a health of the motorized system based on the measured attribute; 

providing a diagnostics signal based on the diagnosed health; 

prognosing a state of th e of the motorized system based at least in part on the at 
least one sensed attribute and/or the diagnosed state; 

providing a control signal based at least in part on the diagnosed health and the 
prognosed state; and 

providing a feedback operation to d e temuno^hcther arato of oomponcnt 
dogrfldation hafi b e en favorably affected as a roault of the oontrol -^ ignal that adjusts the 
control signal to extend the lifetime of the motorized svstem to a specific time horizon . 

2. (Original) The method of claim 1, further comprising operating the motorized 
system according to the diagnostics signal. 

3. (Original) The method of claim 1, further comprising modifying a setpoint of the 
motorized system, 

4. (Original) The method of claim 1, wherein diagnosing the health comprises 
obtaining a frequency spectrum of the measured attribute and analyzing the frequency 
spectrum to detect adverse operating conditions. 

5. (Currently Amended) The method of claim [[5]] 4, wherein analyzing the 
frequency spectrum comprises analyzing the frequency spectrum to detect faults,, 
component wear and component degradation. 



PAGE 2115 * R(nra AT 10/26/20M 3:34:38 PM [Eastern OaylIgM 



10/26/2004 14:29 FAX 216 696 S731 AMIN, & TUROCY LLP. [§1003 
09/965,54 5 01AB121 

6. (Original) The method of claim 5> wherein measuring the attribute comprises 
measuring an attribute associated with a motorized pump. 

7. (Original) The method of claim 1, wherein measuring the attribute comprises 
measuring an attribute associated with a fan. 

8. (Original) The method of claim 1 , wherein measuring the attribute comprises 
measuring an attribute associated with the motorized system selected from the group 
comprising motorized pump, fan, conveyor system, compressor, gear box, motion control 
device, screw pump, mixer, hydraulic machine and pneumatic machine. 

9-11. (Cancelled) 

12. (Original) The method of claim 1, wherein diagnosing the health comprises 
analyzing an amplitude of a first spectral component of a fiequency spectrum at a first 
frequency. 

13. (Original) The method of claim 1, wherein providing the control signal comprises 
providing the control signal to increase cavitation to reduce damage to the motorized 
system, 

14. (Original) The method of claim 1 , wherein providing the control signal comprises 
providing the control signal to reduce cavitation to extend an operating lifetime of the 
motorized system." 

15. (Original) The method of claim 1, wherein providing the control signal comprises 
generating the control signal and transmitting the control signal via a wireless network. 

1 6. (Original) The method of claim 1 , wherein providing the diagnostic signal 
comprises generating the diagnostic signal and transmitting the diagnostic signal via a 
wireless network, 
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17. (Original) The method of claim 1 being implemented on a system connected to 
the motorized system via a wireless networic. 

1 8- (Original) The method of claim 1, wherein measuring the attribute comprises 
receiving measurements from at least one sensor. 

19. (Currently Amended) A control system for controlling a motorized system 
comprising: 

means for measuring an attribute of the motorized system, the measured attribute 
comprises at least one of vibration, speed, temperatureji pressure, and current in the 
motorized system; 

means for diagnosing a health of the motorized system; 

means for piognosing a state of the motorized system; 

means for providing a control signal based at least in part on both of a diagnosed 
health and a prognosed state of the motorized system : 
means for providing a diagnostic signal; and 

means for performing feedback analysis to adjust the control sipnal to extend 
motorized system lifetime for a t)redetaintQed time d e temiin e wh e ther oomponont 
d e gradation has b ee n mitigat ed. 

20. (Original) The control system of claim 19, further comprising: 

means for modifying operation of the motorized system based on the diagnostic 

signal. 

21 . (Original) The control system of claim 1 9, further comprising: 

means for modifying operation of the motorized system based on the control 

signal. 



4 



PA(X 4/15' RCVD AT 10/26/2004 3:34:38 PM [Eastern Daylight 



10/26/2004 14:29 FAI 216 696 6731 AMIN, & TUROCY LLP. 

09/965,545 

22. (Currently Amended) A system comprising: 
a motorized system; 

a communications link coupled to the motorized system; aiid 
a control system coupled to the conamunications link comprising: 

a controller coupled to the communications link adapted to operate the 
motorized system in a controlled fashion; mi 

a diagnostics system coupled to the communications link adapted to 
diagnose the health of the motorized system according to at least one measured attribute 
associated with the motorized system, the measured attribute comprises at least one of 
vibration, speed, temperature, pressure, and cmrent in the motorized system; 

a prognostics system coupled to the coirmiunicatioiis link that provides 
prognoses of future states of the motorized system based at least in part on the at least 
one sensed attribute and/or and the diagnosed health and provides the prognoses to the 
control component; and 

a feedback analysis component that determin e s wh e th e r motorigod cystom 
d e gradation has b ee n guoooaoflilly mitigat e d via action tak e n by th e control oomponont 
adjusts the controller to increase motorized system life duration to a specific temporal 
point . 

23. (Cancelled) 

24. (Original) The system of claim 22, wherein the motorized system comprises 
components, devices, subsystems and process controls. 

25. (Original) The system of claim 24, wherein the components comprise bearings, 
the devices comprise a motor, pump and fan, the subsystems comprise a motor-drive- 
pump and process controls comprise a pump fluid control. 

26. (Original) The system of claim 22, wherein the motorized system comprises a 
motor and a load, and wherein the load comprises at least one of a valve, a pump, a 
conveyor roller, a fan, a compressor, and a gearbox. 
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27. (Qrigiiial) The system of claim 24, wh^in the diagnostics system provides a 
diagnostics signal, and wherein the controller provides a control signal. 

28* (Original) The system of claim 27, wherein the diagnostics signal represents 
health of the motorized system and the control signal represents control information for 
the motorized system. 

29. (Original) The system of claim 24, wherein the controller provides a control 
signal, wherein the control signal contains control information for controlling at least one 
of the components, the devices, the subsystems and the process controls. 

30. (Original) The system of claim 22, further comprising at least one sensor coi^led 
to the motorized system and the communications link for measuring the at least one 
measured attribute. 

3 1 . (Original) The system of claim 22, wherein the communications link is a wired 
connection. 

32. (Original) The system of claim 22, wherein the communications link is a wireless 
connection- 

33. (Original) The system of claim 22, wherein the communications link is a wireless 
radio firequeucy system. 

34. (Original) The system of claim 22, wherein the communications link is a wireless 
network. 

35. (Original) The system of claim 22, wherein the control system is implemented on 
a computer system. 
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36. (Cuirently Amended) A system to facilitate controlling a motorized system, 
comprising: 

at least one sensor that senses at least one attribute of the motorized system, the 
attribute comprises at least one of vibration, speed, temperature, pressure, and current in 
the motorized system; 

a diagnostics system that diagnoses a state of the motorized system based at least 
in part on the at least one sensed attribute; 

a prognostic system that makes a prognosis of the motorized system based at least 
in part on the at least one sensed attribute, the diagnosed state, or both; and 

a controller that controls the motorized system based at least in part on the 
diagnosed state; 

the diagnostics system further performs at least a second diagnosis of the state of 
the motorized system after corrective action is taken by the contml component te 
dGtaFPtt a e whotlior corroctivo action was suooogsful in mitigating degradation of tho 
motoriz e d omom and ensures that t h e motorized system will function until a 
predetermined time horizon is reached. 

37. (Original) The system of claim 36, the controller controlling the motorized system 
based at least in part on the prognosis. 

3 8. (Original) The system of claim 37, ttie controller automatically adjusting 
operation of the motorized system based at least in part on piognosed future states of the 
motorized system. 

39. (Original) The system of claim 36, the prognostic system comprising a non-linear 
training syst^. 

40. (Original) The Systran of claim 36, the prognostic system inferring fiiture 
operating states of the motorized system. 

41. (Original) The system of claim 36, the controller automatically adjusting an 
operating state of the motorized system based at least in part on the prognosis. 
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42. (Original) The systesm of claim 36, the controller scheduling preventive, 
maintenance for the motorized system based at least in part on the prognosis. 
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